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NOTES: : 1. THIS DETAIL SHALL BE USED ONLY WHERE INDICATED ON PLANS. THIS DETAIL SHALL BE USED ONLY WHERE INDICATED ON PLANS. 2. ALL EXTERIOR DROP PIPE AND FITTINGS TO BE DUCTILE IRON. ALL EXTERIOR DROP PIPE AND FITTINGS TO BE DUCTILE IRON. 3. MEGALUG MAY BE USED AS A METHOD OF RESTRAINT IN LIEU OF  " STEEL ROD ATTACHED TO FLANGE ON EACH SIDE OF STACK. MEGALUG MAY BE USED AS A METHOD OF RESTRAINT IN LIEU OF  " STEEL ROD ATTACHED TO FLANGE ON EACH SIDE OF STACK. 12" STEEL ROD ATTACHED TO FLANGE ON EACH SIDE OF STACK. 4. ALL CONNECTIONS TO PRECAST MANHOLE STRUCTURES SHALL BE WATERTIGHT. ALL CONNECTIONS TO PRECAST MANHOLE STRUCTURES SHALL BE WATERTIGHT. 5. PROPOSED CONNECTION TO BE USED WHERE THE DROP EXCEEDS 2'-0" FROM INVERT IN TO INVERT OUT. PROPOSED CONNECTION TO BE USED WHERE THE DROP EXCEEDS 2'-0" FROM INVERT IN TO INVERT OUT. 6. SEE STD. S-MH-02A & B FOR STANDARD MANHOLE.SEE STD. S-MH-02A & B FOR STANDARD MANHOLE.
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1/8" X 2" STAINLESS STEEL STRAP ANCHORS AT 2' O.C. MIN. OF TWO REQUIRED

AutoCAD SHX Text
1/2" STEEL ROD ATTACHED TO FLANGE ON EACH SIDE OF STACK
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CONCRETE BLOCKING BEHIND BEND.  SHALL NOT BE REQUIRED IF MEGA-LUG MECHANICAL JOINT INSTALLED.
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